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Electric screwdrivers ELETTRA
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Elettra, our new line of low voltage electric
screwdrivers is the ideal solution to fasten
electromechanical components, toys, plastic

. ’ ] P EF 150-A 111313970 ’I 0,02 0,7 1000 0,31 31x204 30 (O Fus <70
parts, eye glasses, using small dimension
EF 150P-A 111313972 " 0,02 0,7 1000 0,31 31x204 30 (O Fu4 <70
fasteners, bolts and nuts.
Elettra screwdrivers’ manufactured by the K 250-A 111313974 l' 0,7 2,5 1050 0,72 37x260 38 <:> F1/4” <70
Korean company Sehan with whom Fiam K 350-A 111313976 1 10 35 750 072  37x260 38 (O F14 <70
eStabIIShe.d Iong ago a sound and 'effectlve K 450-A 111313978 " 12 4,5 550 0,72 37x260 38 (O F14 <70
cooperation, are designed for a simple,
immediate and comfortable use and Standard equipment (supplied with the tool) | Models available upon request * Noise level has been measured in accordance
H - Power supply cable (code 676000072) ESD models are available upon request, with EN ISO 3744: 1995 and EN ISO 15744: 2000
are characterized b)’ remarkable K. - 2 carbon brushes (code 676000073) they are suitable for the assembly of electronic standards.
user-friendliness of the control - 2 bits for crosslot screws components to protect their integrity in the
- Hanging ring event of electro static discharges. * Accessory drive: female hexagonal drive 1/4”,
buttons. - Use manual 6,35 mm (ISO 1173:1988).

The easy adjustment of - Eco-friendly packaging
torque control device
(clutch) allows to cut
tool electric infeed

when achieving »

preset torque value.

The models highlighted in green
are usually available from stock.

‘ REVERSIBILITY: All models are suitable for
\ ‘ U tightening and untightening operation
R
Moreover the KT-38 D
driver allows to program the

i
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The data given in the table are indicative and can be changed

. fastening cycle by means of 2 functions without prior notice. The torque values are purely indicative and
The other important novelt . . may be influenced by the softness of the type of joint, by the type
. t d d Pth th I y . which the operator can select b)’ PUShmg and length of the screw, by the pressure and quantity of air supply,
Introduced wi € new line Is

only one button: and by the type of accessory used.The values indicated for noise

. . . . and vibration levels were obtained in the laboratory, performing
represented by the KT=-38 D * RAMPA function with 4 P055|b|e acceleration tests that comply with the standards stated, but alone are not
. . . . sufficient for calculating risks. Values measured in the single work
d river, a device guaranteelng steps (fro.m 0.5 UP.tO 2 S), . . places may be higher than those stated.The values of actual
b h i f d d * Double click fUnCtIOh, generatmg two clicks when exposure and consequent risks are specific and depend on the
otl energy inteed an the screwdriver achieves preset torque. operator’s method of work, tyheAtype of work piece and the work
. place, as well as the operator’s time of exposure and his physical
rotation StOP When the conditions. Fiam cannot be held responsible for any consequences
. i 1 deriving from the use of the information in the table when
torque achieves the In order to complete Elettra fastening solutions, Scout control evaluatign risks in the work place over which Fiam has no control.
.. . . . . g P
preset value unit is also available upon request. It helps monitoring the fastening Complete system For all further details, please apply to the Fiam Technical

. Assistance Service.
process through: Since any electric screwdriver works only when combined with driver/controller, to make complete

* Quick pre-setting by means of self-learning (average time, system (screwdriver + driver) order placement easier you can use one single code. \
minimum and maximum time).

* 7 different programs can be memorized and protected through

Code complete Composition

Model . . .

password; system Electric screwdriver Driver

* rundown counting (up to 99 pieces) with outcome display EF 150-A COMPL. 111313971 EF 150-A KT-38D

. OK/N.OK; . .. EF 150P-A COMPL. 111313973 EF 150P-A KT-38D
interfacing with PLC for I/O management (outcomes memorizing,

automatic indexing, etc.). K 250-A COMPL. 111313975 K 250-A KT-38D

K 350-A COMPL. 111313977 K 350-A KT-38D

K 450-A COMPL. 111313979 K 450-A KT-38D

Upon request we can also supply the screwdrivers in
ESD device (Electro Static Discharge) for the assembly
of electronics components to protect their integrity
in the event of electro static discharges.

European Directives 89/336:
electromagnetic compatibility

New Elettra screwdrivers comply with
European Directive 89/336 in force since
January 1st ,1996. They do not create any
electromagnetic noise in the environment and
are not influenced by them either. They are
therefore suitable for operation even in
presence of other electronic equipment, u
without compromising their regular

operation. All Elettra screwdrivers comply

- with directives in force.




Electric screwdrivers ELETTRA

Accessories available upon request

* Bits, sockets, balancers, please see the “Accessories” catalogue.

* Vacuum pick-up system for fasteners suction for easier and safer grip and placement of fasteners: please consult

FIAM Technical Assistance Service.

Driver KT-38 D

Model Code

It is necessary to convert the local power KT-38 D 676000071

feed 220 Volt - 50 Hz into direct current
at 30/38 Volt-5 max. (a driver for each
tool).

Dimensions mm 90 x 150 x 55 h;
Weight kg. 0.7. It is able to stop
automatically the power of the tool the
moment the preset torque is reached.

“Scout’’ screw counter

Model Code

SCOUT control unit, equipped with relevant connection cables, is ideal for SCOUT control unit 686000376

counting and visualizing outcome of fastening cycles.
Features:

* Counting of number of fastenings (max. 99) ¢ Evaluation of each cycle with signal OK - NOT O.K.
* Possibility of interfacing with PLC « Display of type of error in case NOT O.K.

* Measuring and display of the tightening time * To be used esclusively with Driver KT-38D.
Awvailable only upon request: apply to the Fiam Technical Assistance Service

Vacuum pump

N for th i it h Model Code
ecessary for the screw suction, it has VP-3-230EU 676000028
220Volt-50 Hz voltage and only takes
45 Watt power.
. Shaker tray box
R L. Screw shank @ Code grids
In order to vertically position the screws 1 676010024
having the head on the top therefore making 14 676010010
easy screw pick-up, you can use a shaker 1.7 676010011
tray box with interchangeable grid 2,0 676010012
plates. Grid width varies according to 2,3 676010013
screws different shank diameter (maximum 2,6 676010014
shank length 15 mm). 30 676010015
4,0 676010016
Model Code
Selection tray 676010007
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