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FIAM PRODUCTS ONLY USE
QUALITY COMPONENTSEnvironmental

Management
System Certificate
ISO 14001: 1996
ICIM 0002A

INDUSTRIAL AIR TOOLS

Quality Management
System Certificate
ISO 9001: 2000
ICIM 0250

Overall dimensions (mm)

SHORT IN-LINE HEAD
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N E W A I R NUTRUNNERS
with in-line heads

Other technical features

Models available upon request
• Models with extended end gears
• For the other end gear geometries, contact

Fiam Technical assistance service.

Model
All models

Air inlet coupling
1/4” gas

Recommended hose bore
Ø 8 mm

Supply hoses recommended
Rubber 693511022 Spiral 693011020

For the technical characteristic of hoses, see the Accessories Catalogue.
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INDUSTRIAL AIR TOOLS

NON FEEDTHROUGH HOLE FEEDTHROUGH HOLE

ONE ONLY OPEN END GEAR WITH 2 HEX (12+15 MM)



The new FIAM air nutrunners with
IN-LINE heads, are the best solution
for resolving all assembly situations
where access to tightening areas is
difficult and encumbrance
strongly limits the use
of normal
nutrunners. 
Particularly,
they are
necessary in
all situations
where there are pressurised
circuits or components with
piping for the circulation of
fluids with corresponding locking
nuts to be screwed, for example gas
cooker pipes, refrigerator
compressors, fixing of car brake
pipes, boiler pipes etc.
The nutrunners, ideal for a torque
range up to 17 Nm, are equipped
with new high performance
motors which, besides reducing
compressed air consumption, allow
optimal performances even with low
supply pressures. The torque
tightening control system is the
JointMaster 2 type, and is
guaranteed by the automatic and
immediate air shut off. The
nutrunners are equipped of a long
and ergonomic starting lever,
the length of which allows easier and
more comfortable grip by the
operator along almost the entire
length of the tool; furthermore, the
anti-slip coating of the lever makes it
significantly resistant to wear.

Air nutrunners with IN-LINE heads

The nutrunners come complete with the latest
generation heads, characterised by high resistance and
wear over time. Available in two sizes, short and long,
they adapt to many assembly situations; indeed, in the
end section, there is a radial opening, allowing the
tubing to pass inside the hexagonal socket, so as to
have access to the nut for tightening.
The hexagonal socket aligns automatically with the
radial opening by simply operating the nutrunner
reverse lever; the correct insertion and removal of the
nutrunner thus becomes easy.

On request, the same heads can be designed with
different end gear geometries:
For further information, contact the FIAM Technical
Assistance service.

Ideal
for difficult
to access 
screwing points...
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AIR NUTRUNNERS WITH                  SHORT IN-LINE HEAD

CSE10LRA-TNILL-ES.8

CSE10LRA-TNILL-ES.10

CSE10LRA-TNILL-ES.12
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AD30RA-TNILL-ES.12/15

AD30RA-TNILL-ES.13
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AD30RA-TNILL-ES.15

AD30RA-TNILL-ES.15/P

AD30RA-TNILL-ES.16

114899922

114899923

114899924

114899910

114899911

114899912

114899913

114899914

114899915

114899916

114899917

114899918 

2,5÷6

2,5÷6

2,5÷6

7÷17

7÷17

7÷17

7÷17

7÷17

7÷17

7÷17

7÷17

7÷17

350

350

350

240

240

240

240

240

240

240

240

240

1,850

1,850

1,850

2,100

2,100

2,100

2,100

2,100

2,100

2,100

2,100

2,100

44,5x397

44,5x397

44,5x397

44,5x474

44,5x474

44,5x474

44,5x474

44,5x474

44,5x474

44,5x474

44,5x474

44,5x474

9

9

9

10

10

10

10

10

10

10

10

10

77

77

77

77

77

77

77

77

77

77

77

77

< 2,5

< 2,5

< 2,5

< 2,5

< 2,5

< 2,5

< 2,5

< 2,5

< 2,5

< 2,5

< 2,5

< 2,5 

AIR NUTRUNNERS WITH                    LONG IN-LINE HEAD

Standard equipment (supplied with the tool)
• Clutch adjustment key
• Hanging ring
• Use and maintenance manual
• Eco-friendly packaging
• Greasing tool (code 681010010)

• The figures shown are measured at a pressure of
6,3 bar (ISO 2787: 1984), the recommended
operating pressure.

• The tightening torque values have been measured
in accordance with ISO 5393: 1994 standard.

• Noise level has been measured in accordance
with EN ISO 3744: 1995 and EN ISO 15744: 2000
standards.

• Vibrations level have been measured in
accordance with EN 28662-1: 1992 and EN ISO
8662-7: 1997 standard.

• The code number must be used when ordering.

TNILS = Tube Nut In Line Short
TNILL = Tube Nut In Line Long
ES = Indicates the size of the open end gear
ES 12/15 = One only open end gear with 2 hex

(12+15 mm)
ES 15/P = Feedthrough hole (see back page).

The data given in the table are indicative and can be
changed without prior notice.The torque values are
purely indicative and may be influenced by the
softness of the type of joint, by the type and length of
the screw, by the pressure and quantity of air supply,
and by the type of accessory used.The values
indicated for noise and vibration levels were obtained
in the laboratory, performing tests that comply with
the standards stated, but alone are not sufficient for
calculating risks. Values measured in the single work
places may be higher than those stated.The values of
actual exposure and consequent risks are specific and
depend on the operator’s method of work, the type
of work piece and the work place, as well as the
operator’s time of exposure and his physical
conditions.
Fiam cannot be held responsible for any consequences
deriving from the use of the information in the table
when evaluating risks in the work place over which
Fiam has no control.
For all further details, please apply to the Fiam
Technical Assistance Service.

STARTING LEVER

REVERSIBILITY: Reversing to direction of
rotation is used to realign the end gear at
the end of the tightening operation.

Accessories available upon request
• Compressed air system accessories 

(see Accessories Catalogue N. 33)
• Lubrication Grease (code 699051011)

5

8

9

5

8

9

9

9

9

9

9

9

IMPORTANT
To guarantee

the best performances
in time it is necessary

to grease the head with
three insertions with

the greasing tool
contained in the

standard equipment
each:

TIGHTENING
TORQUE

ON SOFT JOINT


